
Washdown gravity flushing system

HUIDA SANITARY WARE CO.,LTD

High efficiency toilet with low consumption
 

HDC309P/S309   

                     Washdown Close Coupled Toilet
FEATURES

Chrome top button
Dual flush

HDC309P/S309
Washdown Toilet Pan and Cistern
P-trap,P=180mm roughing-in

MODELS

HDS309 Cistern
UF5070 seat cover

White

COLORS/FINISHES

The two-piece washdown flushing system toilet shall be 
4.0/6.0 L dual flush. Toilet shall have PP soft seat cover 
and chrome top button. 

PRODUCT SPECIFICATION

A3612 Chrome top button,G2002 inlet valve,P2802 outlet valve 

100% factory flush tested

HDC309P Washdown Toilet Pan

COMPONENTS

M10*85  Fixing screws 

UF5070 P2802 M10*85G2002A3612



Flush system

HUIDA SANITARY WARE CO.,LTD

Water use

 

Washdown Close Coupled Toilet

SPECIFICATIONS

Material

Product size

Shipping demensions

4.0/6.0 L

Washdown gravity flushing system

Vitreous China

705*415*955 mm

Toliet Pan

Toliet Cistern

718*515*457 mm with UF5070 seat cover

438*183*580 mm

HDC309/S309
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